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PRODUCT DATASHEET

450mm White Oiled Prime Oak EC6F Product code: EC6F

Silken Surface with Light Oil Glaze Engineered 14/3 Herringbone MultiPly Base
White oiled prime grade (clean & smooth) oak herringbone, 450x90x14/3mm. Smooth light finish highlights the natural grain. 3mm wear layer,

multiply core and UFH-friendly design suit contemporary spaces.

    Specification  

    Type      Engineered Wood  

    Dimensions (WxL)      90x450mm  

    Thickness      14mm  

    Species      European Oak  

    Grading      (AB) Prime  

    Grading details      clean look, minimal knots, various grain  

    Shade      Light  

    Hardness      Very Hard  

    Top layer      3mm  

    Finish      Oiled  

    Finish details      Light White Oiled  

    Features      Light brushed surface  

    Edges      Microbevelled edges (4V)  

    Treatment      -  

    Installation  

    Style      Herringbone  

    Suitable patterns      herringbone, double herringbone, brick  

    Recommended fitting      prepare subfloor - float/glue/nail - finished  

    Profile      T&G  

  Disclaimer:

The above details are provided in good faith based on our knowledge and supplier information. Specifications may change without notice.

While we ensure high product quality, we accept no liability for losses resulting from site conditions or improper installation.

For full and up-to-date product information, please refer to the product page on our website or scan the QR code below.

Product URL: https://www.madeofwood.uk/wood-flooring/ec6f-white-oiled-oak
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